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1 100021 FLANGE,Ø 4.5 ROTATEABLE 304 SST 1

2 401004 HALF NIPPLE, Ø4.5 FLG X Ø2.5 TUBE 304 SST 1
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ALL DIMENSIONS ARE IN INCHES

TOLERANCES

DECIMALS ANGULAR
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SURFACE ROUGHNESS

REMOVE ALL BURRS AND
BREAK SHARP EDGES .03 MAX.

SURFACE TEXTURE TO BE IN
ACCORDANCE WITH LATEST ANSI B46.1

DIMENSIONING & TOLERANCING IN
ACCORDANCE WITH LATEST ANSI Y14.5
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SYM CHANGE DESCRIPTION BY CHKD DATE

 THRU8X Ø.332

ON 3.628 BC

TYP BOTH FLANGES

.06

-10

2. ELECTROPOLISH AFTER WELDING

   LEAK RATE TEST OF 0.76X10    TORR-LITER/SEC.

1. ALL WELDS ARE VACUUM TIGHT AND MUST PASS A HELIUM

NOTE:

NOTE 1,2

3. PROTECT FLANGE FACES WITH SUITABLE CAPS

4. FLANGE AND NIPPLE ARE MDC DEL-SEAL OR APPROVED EQUIV.

1

1 SOURCE

MDC VACUUM PROD. CORP.
23842 CABOT BLVD.
HAYWARD, CA 94545-1651
800-443-8817
FAX 510-887-0626
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